Amendments to the Specification 



Please amend the specification as follows: 

Please amend the paragraph beginning at page 38, line 14, as follows: 

FIG. 7C is a graph illustrating, on a time axis, the waveform of the detection 
signal outputted from a phase adjuster 612 after ks itjs phase adjusted; 

Please amend the subheading beginning at page 39, line 25, as follows: 

(First e mbodiment Embodiment ) 

Please amend the subheading beginning at page 44, line 13, as follows: 

(Second e mbodim e nt Embodiment) 

Please amend the subheading beginning at page 47, line 13, as follows: 

(Third e mbodim e nt Embodiment ) 

Please amend the subheading beginning at page 51, line 3, as follows: 

(Fourth e mbodim e nt Embodiment ) 

Please amend the subheading beginning at page 53, line 12, as follows: 

(Fifth e mbodiment Embodiment) 

Please amend the subheading beginning at page 57, line 3, as follows: 

(Sixth e mbodim e nt Embodiment ) 

Please amend the subheading beginning at page 59, line 21, as follows: 

(Seventh e mbodim e nt Embodiment ) 

Please amend the subheading beginning at page 63, line 3, as follows: 

(Eighth e mbodim e nt Embodiment ) 
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Please amend the subheading beginning at page 65, line 21, as follows: 

(Ninth e mbodiment Embodiment ) 

Please amend the subheading beginning at page 68, line 11, as follows: 

(Tenth e mbodim e nt Embodiment ) 

Please amend the subheading beginning at page 70, line 14, as follows: 

(Eleventh e mbodim e nt Embodiment ) 
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